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SC-CLOSE 

SC-CLOSE 
Flooring and repair 0.5-50 mm, self-levelling or as mortar, hard-
flexible polymeric cement 

Use 
Description SC-Close consists of liquid and powder in cement-grey colour 

Use SC-Close is a hard-flexible levelling mass for trim filling and patching of 
cavities and cracks, fall building etc. of up to 0.5-50 mm on concrete, asphalt, steel 
surfaces and ceramic tiles. 
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Movement absorption 
Resistance to cracking 
Footstep sound reduction 
Excellent adhesion and durable in thin layers 
Resists osmotic blistering 
User-friendly product - no additives that can migrate. 

Product data 
Colour Light cement grey - can be coloured with inorganic pigments. 

Storage Dry and cool environment in temperatures between +5°C and +30°C. 

Shelf life 6 months from the date of manufacture, safely stored in unopened original packaging. 

Packaging 16 kg set (Base/liquid 4 kg + Hardener/powder 12 kg) and 26.7 kg (6.7 kg + 20 kg) 

Technical information 
Density (at +20°C) Approx. 1.7 kg/litre 

Mechanical properties Bond strength 1.6-2.0 MPa SS 13 72 43 
Compression strength > 20 MPa 
Vapour penetration resistance 2.62 Sd (m) DIN 52615 

Implementation 
General 

Mixing ratio 1 part by weight Base/liquid to 3 parts by weight Hardener/powder gives self-levelling 
consistency. 
Liquid mass - Take 1 part by weight of the above (A+B) and add e.g. DS Mix about 
1 part by weight.  
Mortar consistency - Take 1 part by weight of the above and add about 1.5 parts by 
weight 
 

Consumption 1.7 kg/mm/m2. A 5 mm toothed filler consumes 3.3 kg/m2, which gives approx. 2 mm 
smooth coating. For application, e.g. 10 mm with mortar consistency, approx. 15 
kg/m2 is required. 
 
 
 

Substrate Concrete, even one night old. Moisture and alkalinity no obstacle. Ceramic tiles, 
natural stone, terrazzo, bitumen substrates, steel and wood surfaces. The substrate 
must be free of loose material such as cement skin, dust, oil, grease etc. 
Does not need to be dry, but not with standing water. 
 

Mixture SC-Close consists of Base/liquid and Hardener/powder which must be mixed  
thoroughly. Place the liquid part first in a clean vessel/bucket, add the powder 
bit by bit while stirring and mix the components into a lump-free mass. 
Mix for about 2 min. with suitable mixing whisk of type Tjalle and mixing machine 
with relatively high rotation speed, 500-700 rpm. Then vent the batch for about 2 
minutes. 
Use the mixture immediately - within about 30 minutes. 

Advantages 



  

 

Application 
Cleaning of tools Cleaning is performed in lukewarm water before hardening. 
Application method Dry and porous concrete surfaces should be moistened with water in advance and 

primed with SC-Close. 
Priming & preparation This is primarily to avoid pores/pinholes forming in the mass - strongly 

absorbing substrate also absorbs the bonding agent too quickly from the mass. 
Floor surfaces that exhibit greater irregularities than can be addressed by 
application should be levelled off first. In case of local deviations of up to 5 mm and 
cracking within the same width, SC-Close can be used for filling. For coarser 
applications, add suitable sand, e.g. 0.5-2.5 mm (DS-Mix) 
 

Application                            SC-Close is dispensed and distributed with suitable floor steel tools in layers of 0.5- 
50mm and then spread to smoothness. Liquid mass should be applied with a 
suitable spreader. The surface can usually be sanded within 1 day. 
 

Hardening 
Hardening temperature The temperature should exceed +7°C. 

SC-Close hardens by a reaction between the components but is also significantly 
affected by ambient environment, temperature and humidity, draughts and wind etc. 
The lower the temperature and the higher the humidity, the longer it takes for the 
product to dry and vice versa. Depending on the layer thickness, the surface can be 
walked on after 3-15 hours at +15°C and RF of about 70%. For temperatures below 
+10°C and high RF 
> 70%, allow 2 days for hardening. The surface is hardened to withstand rain and 
frost when thumb twisting does not damage the surface and when the colour is an 
even grey. 

Health & Environment 
Health & Environment Refer to the separate safety data sheet. 
 

Legislation  
The information and, in particular, the recommendations regarding application and end use of the 
Scanmaskin products are provided in good faith based on Scanmaskin's current knowledge and experience 
of the products when they are stored, handled and used correctly under normal conditions. In practice, the 
differences in materials, substrates and the relevant location may vary in such a way that no guarantee can 
be provided regarding usability or suitability for a particular purpose. In view of this, no legal liability 
whatsoever may be derived from this information or from any written recommendation or other advice 
provided regarding the product. When using the product, consideration must also be given to third party 
property and any other rights. All orders are accepted on condition that Scanmaskin's current terms for sale 
and delivery apply. The user should always use the latest edition of the technical data sheet for the product 
in question, which can be obtained on request or from the website www.scanmaskin.com 

Scanmaskin 
Heljesvägen 10 
Box 187 
SE-437 36 Lindome 
Sweden 

Tel. +46 31 99 49 70  
Fax +46 31 99 48 70 
www.scanmaskin.com 
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